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SPECIFICATIONS

Input Type 2 Wire

Cable connector Output 4 ~ 20mA DC
2-PF1/2 TAP pu il
(Attached to right side) /

NO LCD TYPE Noise Range S0mVp.p

Explosion Proof ExiallCTE
Protection P67

Input Signal 0~ 90

Load Resistance Max. 880 Ohm / 28V DC
Stroke 0~ 90
Connection PF1/2,(G1/2)
Ambient | Operating =30 ~ 85°C (722 ~ 189 °F)
Temp. [ Explosion ~20 ~ 60 °C (—4 ~ 140 F)
Linearity 1% F.S.
Hysteresis +0.2% F.S.

Sensitivity 10.2% F.S.
/AT Input Voltage 9~28V DC

Farth (External) Weight 0.6 kg(1.3 Ib)
Material ALUMINUM DIECASTING

4— M5 TAP DP.11
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INDIAN SALES PARTNER

PROJECT NAME

SHAFT MAIN 575303 -
PRODUCT NAME
FEEDBACK LEVER STS304 SMART POSITION TRANSMITTER kg_ YOUNG TECH CO., LTD.
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PART NAME MATERIA DRAWING NO. REV.
! TERIAL GENERAL TOLERAICE | QUANTIY | SHEET qu, /N SPTM-5VR J)
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