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2-Conduit entry

Standard Lever Type

Gauge Block
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SPECIFICATIONS

Plug

65

Acting Type

[ Single ‘ (] Double

Out? Gage

Input Signal

4~ 20mA DC

Impedance

Max 460 Ohm/20mA DC

Supply Pressure

0.14 ~ 0.7MPa (1.4 ~ 7bar)

Explosion Proof

[INon—Explosion [ (] Ex o IC 15 |3 Exia IC T6

Stroke

20 ~ 150mm / 0 ~ 60°

Double (Gauge 2ea)

Lever Type

Standard Adapter

(120 ~ 100mm 116 ~ 30mm

(190 ~ 150mm []16 ~ 60mm
(116 ~ 100mm

Adapter Lever Type

Positioner

Repeatability

10.3% F.S.

Operating Temp.

~30 ~ 85¢C (-22 ~ 185F)

Explosion Ambient Temp.

—40 ~ 60°C(T5) / —40 ~ 40°C(T)

Hysteresis

10.9% F.S.

Sensitivity

10.2% FS.

Linearity

10.9% F.S.

Air Connection

(NYPT 1/4

Gauge Connection

(NPT 1/8

Conduit

PF1/2(G1/2)

Single Type2 Qut?

Air consumption

Below 2LPM (sup=0.14MPaq, 1.4bar)

Port7t %ai3l3

Flow Capacity

70LPM (sup=0.14MPq)

Enclosure

IP66

MPU

16 bit Micro Controller

Main

Board A/D Converter

12 bit

D/A Converter

12 bit

LCD | Operation Temp.

—20 ~ 70°C (—4 ~ 158F)

Qutput Characteristics

[ILinear ] EQ%

[JUser defined (1 Quick Open

Material

STS316

Weitght

5.1kgf (11.2 o)

VENT COVER

STS316

FEED BACK LEVER

STS304

BASE COVER
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NO. PART NAME

MATERAL QTY REMARK

PROJECT NAME

SURFACE TEXTURE

PRODUCT NAME

SMART POSITIONER YOUNG TECH CO., LTD.

FINISH TREATMENT

MODEL  y7_3350L

TECH CO., LTD. SEOUL , KOREA

TIE SMART LINEAR
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